= Mainline  Switch Inspection Report Semi-Annual WO#_/7.2 /938 10f3
" Date C—12- 20 ¢ Inspection Crew @ /// m(/ (ﬁ/// ﬂ/&/mﬁd

Watchman
1 Location ?E? ,?7’ ¥87 22 Standard Joints
2 Switch L.D. # 7 S YR NA
3 Facing ‘I'railing ~ 23 Switch Plates
Y R
Rail Pointg 1 24 Adjustable Braces
4 Point to Point _S | 7/, Y R NA
5 Point Condition 24a Non-Adjustable Braces
SYR SY N/
5¢-6 Point Throw, nothing less than 4 % inches i
N a 25 Front Rod
6a Point Opening @Y R NA
N_ 9%y 26 #1 Rod (Basket Rod)
7 Fit Y R
S YR 27 #2 Rod
8 General Condition of the Points &Y R
S YR 28 #3 Rod
Gage S ¥ R NA
Heel of Switch 29 #4 Rod
9 Main__5(, / Y R NA
10 Tumout ¢~ L q 30 Closure Rail
11 Gage ahead of Bend _ 5 (, /), @)Y R
Must not be less than 56 inches or 31 Surface of Switch
more than 57 inches for “S” S R
12 Heel Spread in Inches sing a 62’ cord, not over
Tumout Qg E 44 1”to 11/2” for a Y and no
13Main __ (, ! o' more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
Stock Rail é:l Block Ties
14 Bend
S)Y R witch Adjustments
15 Condition Yes N
S)Y R 34
oA
Bolts - 35 Switch Targets/Lam
16 Loose © ¥ NA Ok Missing__ (" N/
17 Mlssmg Q N/A 36 Latches
% Broken___ Missing__
Rivets (Huck Bolts) X
18 Loose /A (Gé Broken ___ Missing
19 Missing 3 neral Condition
20 Cotter Pms Mlssmg N/A SYR
21 Jam Nuts L O NA 3YTnsulated Joints
21a Washers Ok Broken___ Missing S Y R
b 39a Regular Joints
Remarks on page 3 &

GM/JC 6/15/10



Mainline Frog Inspection Report Semi-Annugl Page 2 of 3

50 Location Turnout Ties
50a Switch I.D. # ' 66 Condition
51 Facing ling QYR
52 Frog Trcad N Q‘Y R 67 Rail Movement
R Y R (9 YR
53 Frog # Tie Plates
54/79 Point Condition 68-
SYR S/'Y R
5§ Condition of Frog 69 Guard Rail Flanggway Al
@ R Y RN [ L r 12
56 Surface of Frog Guard Rail Flangeway can not bé less 1 %”
SYR 70 Guard Rail Plates
57 Throat in Inches _ 3 71 Frog Plates
72 Flangeway Depth __ ) @ Y R
Flangeway Depth must not be less than 1 %”
Bolts
58 Main Track (Y 73 Loose % N/A
59 Turmout Track _< ¢ /) 74 Missing N/A
Gage must not be less than 56” any class
60 Guard Rail Gage N ¢y }/‘/ R_S9y»p 75 Loose - @
Guard Rail Gage must more than 54 3!8’; 76 Missing ‘T@j
61 Back ToBack N 32 %/R 2 LT : 77 Nuts Missing __ 7> N/A
Back to Back Gage must be less than 53 178” 78 Cotter Pi issing @
62 Condition 79 Washe; Broken__ Missing_
S)YR
ébgcaﬁon of Guard Rail (Relation to Point) 80 Hold Down Devices
éfSiY R (S YRNA
rd Rail Clam 81 Spring Housing
64 Main Track S YR
S)Y R 82 Derails
65 Turnout Track SYR
@/ Y R 83 Maximum difference in any 31° in Cross
Level on the siding from the F rog Point to
50” beyond the last long tie
Class 1 Gage 56” to 57 ” Ok Difference
More than 57 %” Qut of Servic
Class 3 Gage 56” to 57” 84 Condition of Line thru entire turnout

More than 57” to 57 4" downgrade to SYR
Class 2 and gets a Y

Remarks on page 3

GM/IC 6/15/10



Remarks
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Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs

Y Attention needed, m{’7

R Immediate attenti l’}{l-’ ed or Out\ Service. N Llf
Reviewed by: n&g; I\ Y();(f_/,? Date: q gL_) — \

\ \<\\}

06-15-10
GM/IC 6/15/10




Mainline  Switch Inspection Report Semi-Annual WO#_/7.2/99% Page 1 of 3
Date _ 3 -/2 - B .&!ﬁf Inspection Crewﬁ//m‘,/{ ﬁgp /{ jZﬁétd

Watchman
1 Location M 769 22 Standard Joints
2 SwitchI.D.# 749 sw / Y R N/A
3 Facing Trailing -~ 23"Switch Plates
Y R
Rail Points — 24 Adjustable Braces
4 Point to Point L | 7/// @Y R NA
5 Point Condition 24a Non-Adjustable Braces
SYR S YR NA
0%-6 Point Throw, nothing less than 4 % inches Switch Rods

N_49Y% {; 25 Front Rod

Bolts
16Loose O
I7Missing_ & N/A

Rivets (Huck Bolts) % y

more than 57 inches for “S”

12 Heel Spread in Inches

Turnout

13 Main g7

Stock Rail
14 Bend

YR
Condition
S/)Y R

N/A

18 Loose
19 Missing

20 Cotter Pins Missing ? % 2 N/A
21 Jam Nuts Loose N/A

2laWashers Ok  Broken Missing

Remarks on page 3
GM/IC 6/15/10

6a Point nin; Y R NA
N ‘fq’%’ : 26@ Rod (Basket Rod)
71.Fi
@ Y R 2@%2 Rod
8 General Condition of the Points
YR 2 Rod
Y R N/A
Heel of Switcl}(/ 2 Rod
9 Main (p Y R NA
10 Tumont g& 307Closure Rail
llGageaheadofBend S b SYR
Must not be less than 56 inches or 31 Surface of Switch
SYR

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
3 Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
3 h T]‘)lygets/L
witch Tar amps
Ok  Missing @,
36 hes
Broken___ Missing_

37 Locks
Broken___ Missing

@neral Condition

sulated Joints
Y R

39a Regular Joints
SYR



Mainling Frog Inspection Report Semi-Annugl Page 2 of 3

50 Location
50a Switch I.D. #
51 Facing

52 Frog Trecad N YR
R \_§) YR

53 Frog # %
54/79 'nt dition

55 élvdmon of Frog
of Frog
R

57 Throat in Inches 5 }//Q
72 Flangeway Depth

Flangeway Depth must not be less than 1 %”

58 Main Track _ S [, Y
59 Turnout Track Y
Gage must not be less than 56” any class

60 Guard Rail Gage N i—}/ﬁfk {jgz

Guard Rail Gage must more, lw: 54 3;’8”
61 Back To Back >2 %
Bnck to Back Gage must be léss than 53 l

dition

YR

63 Location of Guard Rail (Relation to Point)
R
Guard Rail Clamps

w Track
65 Turnout Track

Y R

Class 1 Gage 56” to 57 %
More than 57 %” Qut of Servic
Class 3 Gage 56” to 57”

More than 57” to 57 ¥” downgrade to
etsaY

lass 2 an

Remarks on page 3

GM/IC 6/15/10

Turnout Tieg

&&dmon

61\\le Movement
S) YR

uard Rail Flangeway can not be less 1 4”

uard Rail Plates
i
71 Frog Plates
O »

Bolts
73 Loose 6 N/A

74 Missing (S N/A
Rivets (Huck)

75 Loose
76 Missing _@
77 Nuts Missing N/A

78 Cotter Pi Mlssmg N/A
79 Washers %, Broken Mlssmg

Id Down Devices
Y RNA
81 Spring Housing

g@)Y R N/A

R N/A
83M imum difference in 31’ in Cro:
Level on the sidin m the Frog Point t

30’ beyond the last long tie

Ok Difference

84 Condk@gf Line thru entire turnout
S YR
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immedi i Out of Service,
R':mv:::ielfytfe nm{&&%ﬁ&\\%mw Date: 3 N ‘&B - \Lk(
06-15-10

GM/IC 6/15/10




Mainline  Switch Inspection Report Semi-Annual WO#_/ 72 /936 Page 1 of 3
Date ¢ /2- 2g Y Inspection Crew Jig//adc/ —g // ﬂ/a mJ

Watchman

1 Location _ 987 mMow .ﬁw’ cMmeEgy

2 SwitchLD. # */ d
3 Facing .~ Trailing

Rail Pointg

4 Point to Point ,5 / %é

5 Point Condition
SYR

b¢.6 Point Thrgw, nothing less than 4 % inches
N

6a Point Openmg
N g7

7-Fit
Ké Y R
8 General Condition of the Points
@)Y R
N
el of Switch |
;IeMam ; g "RY
10 Turnout __ < / 4§
11 Gage ahead of Bend .
Must not be less than 56 inc
more than 57 inches for “S”
12 Heel Spread in [l:,ches
Tumount _ S¢ /% (¥

I3Main__ T4y, ¢ q'//é

Stock Rail
14 Bend

S)Y R
15 Condition
@ Y R

Bolts
16 Loose O N/A

17 Missing ( 5 N/A

Rivets (Huck Bolts)
18 Loose N/A

19 Missing N/A >

20 Cotter Pins Mlssmg N/A

21 Jam Nuts N\ O NA
21a Washers \/ Broken __ Missing

Remarks on e
GM/IC 6/15/10

22 Standard Jomts
Y R N/A
23 Switch Plates
Y R
24 Adjustable Braces
Sy Y R N/A
24a Non-Adjustable Braces
SYR )
fich Rogien?
25 Front Rod
Y R NA
1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
G R N/A
30 Closure Rail
SY R

31 Surface of Switch

Q% Y R
sing a 62° cord, not over
1”to 1 1/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
(S YR
33 Switch Adjustments
Yes
34 Lubncatlon
Ok '
35 Switch argetstam —
Ok Missing /A
hes
Broken __ Missing____

ks
Broken ___Missing_

38 Gencral Condmon

Bwulated Joints

3 @gul;r Joints



Mainline Frog Inspection Report Semi-Annug] Page 2 of 3

50 Location Turnout Tieg
50a Switch I.D. # 66 Condition
51 Facing iling Y R
52 Frog Trcad N Y R 67 Rail Movement
R (S8)YR (YR
53 Frog# /S Tie Plgtes
54/79 Point Condition wﬂ
&?Y R Y R
55 dition of Frog 69 Rail Flanngay -~
Q}Y R SX RN_|T5- R | L~
5 of Frog rd Rail Flangeway can not be less 1 %”
@Y R 7 d Rail Plates
R
57 Throat in Inches _ 2. 34 4 71 Frog Plates
72 Flangeway Depth _ 2 7, Y R
Flangeway Depth must not be less than 1 %”
_ Bolts
58 Main Tack G/, /% 73 Loose N/A
59 Turnout Track _G ¢ 7/, 74 Missing [ N/A
Gage must not be less than 56” any class
60 Guard Rail Gage N S ¢ LL"!‘ R_Sy _2__8 ;IS Ll:mse O _NA
Guard Rail Gage must more than 54 3/8” 76 Missing O _N/A
61 BackToBack N ¢) %% R S2 :,/E} 77NutsMissing O N/A
Back to Back Gage must be Iéss than 53 1/8” 78 Cotter Pins Missing N/A>
62 Condition 79 Washers (Ok> Broken__ Missing
(SYR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
SK¥R qgﬂ/v R N/A
udrd Rail 81 Spring Hoysing
64 Main Track S Y RNA
gsjy R | 82 Derails
65 Turnout Track S Y RNA
@Y R 83 Maximum difference in 31" in Cr
Level on the siding from the Frog Point to

Class 1 Gage 56” to 57 %”

30” beyond the last long ti;
Ok  Difference_ )y
More than 57 %” Qut of Servic

Class 3 Gage 56” to 57 84 Condition of Line thru entire turnout
More than 57” to 57 ¥4” downgrade ¢ @ R

Class 2 and gets a Y
Remarks on page J

GM/JC 6/15/10
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.
S Everything is in Spec. '
Y Attention needed.
R Immediate aﬂe% negded or Oyt of Ice: | = i
Q20N / Date: 3”‘)'\ - \9‘0\4}
N \J =€ \\ T

Reviewed by:

06-15-10
GM/IC 6/15/10




wou_/ 74102 Page 1 of 3

Mainline
Date ..__-3/247/_/_1/ woeee = .. Inspection Crew f.-é.cu.'ﬁ.w@,_l‘_{[ Lcarn
Watchman_w BRyyw;
| Location _ CM M_f,'/,,@,}_ B _ 22 Standard Joints
2 SwitchED. # 723 & Mo sid (S)Y R NA
3 Facing __ ___Trailing R 23 Switch Plates
(S/Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point _5) 7/, S)Y R NA
5 Point Condition 24a Non-Adjustable Braces
‘S Y R Nothing less than 4 inches or greater than § inches. S Y R @/‘A)
6 NOTf‘%':;“_’-_ ,Tin R} EZ 4;':2?’ on house top point protected 3 5__FrdntRR od
6a Point Opening (S Y R NA
N > R_§ 26 #1 Rod (Basket Rod)
7 Fit (‘? Y R
LS) Y R 27 #2 Rod
8 General Condition of the Points S Y R
S'Y R 28 #3 Rod
(Y R NA
Heel of Switch 29 #4 Rod
9 Main __ 50Y/ ¢ ()Y R NA
10 Turnout __ 57, /2. 30 Closure Rail
11 Gage ahead of Bend _ 57,72 YR
Must not be legs than 56 inches or 31 Surface of Switch
(Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _(a,%'-

13Main G4 )

Stock Rail
14 Bend

{S) Y R
15 Condition
(S} Y R

Bolts
16 Loose __©  N/A

17 Missing N/A

Rivets (Huck Bolts)

I8 Loose 2 NA
[9Missing O NA
20 Cotter Pins Missing O __NA
21 Jam Nuts Loose B N/A

2la Washers (QR Broken _ Missing

Remarks on page
GNEIC TD-10-201

Using a 62’ cord, not over
1"to11/2" for a Y and no
more than { 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S YR
33 Switch Adjustments
Yes No
34 Lubrication
Ok (Dry
35 Switch Targets/Lamps
Ok Missing  (N/A)
36 Latches Qﬂ,
QR Broken.  Missing
37 Locks
(Qk Brokcen Missing
.isf(:'encral Condition
Y R
39 Insulated Joints
() ¥ R
39a Regular Joints
(9 Y R



Mainline
50 Location
50a Switch [.D. #
51 Facing Trailing
52FrogTread N (9 Y R

R C@ Y R
53 Frog #
54/79 Point Condition
Y R

55 Condition of F rog

OYR

56 Surface of Frog
(SYR

57 ThroatinInches _ 3%

72 Flangeway Depth 2

Flangeway Depth must not be less than 1 %4”
Gage ..

58 Main Track S Y.

59 Turnout Track _ 53, %,

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N 5S4z R s5¢%
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 32" R 52"
Back to Back Gage must be less than 53 1/8”
62(Condmon

63 Location of Guard Rail (Relation to Point)
ﬁ YR

Guard Rail Clamps

64 Main Track
\§ Y R N/A

65 Turnout Track
)Y R NA

Class 1 Gage 56" to 57 4"

More than 57 %" Out of Service

Class 3 Gage 56" to 57”

More than 57" to 57 ¥ downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties

66 Condition
(8 Y RNA
67 Rail Movement
(S; Y R N/A
Tie Plates
68 Lead
S) Y RNA
69 Guard Rail Flangeway
S)YRN_+ R L
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
('Y R NA
71 Frog Plates
iS;, Y R NA

Bolts
73 Loose ¢/ N/A
74 Missing ¢« N/A

Rivets (Huck) _
75 Loose ‘©  N/A

76 Missing © "NA

77 Nuts Missing __ ©  N/A

78 Cotter Pins Mlssmg 8] N/A

79 Washers ( Ok/ Broken__ Missing  N/A

80 Hold Down Devices
(S'Y RNA
81 Spring Housing
S Y RNA)
82 Derails ™~
(’ SY R NA

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50 Vbcyond the last long tie

( Ok) Difference

84 Condi é@n of Line thru entire turnout



Remarks
Page 3 of 3

_m.ﬁ'm rbors

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service,

N/A Not applicable or not measurable.

Reviewed by: \\\x\g@&w% Date 3 ” % ") L/

11-10-2011




Date “_leo//x; e
Watchman_ .o ey

I Location . £mNVM 7406 _
28witchID.# _ 7606 ¥ Mo s/
3 Facing _ X Trailing

Rail Pointg
4 Point to Point
5 Point Condition
Y R Nothing less than 4 inches or greater than S inches.
6 Point Throw. pjp 3 1/2 inches on house top point protected
N 0% "R3Yv,
6a Point Opening
N_5§ %
7 Fit
(YR
8 General Condition of the Points
SV R
Gage
Heel of Switch
9 Main St e
10 Turnout = 505/
11 Gage ahead of Bend $¢.7;
Must not be legs than 56 inches or
more than 57 inches for “S”

S50 Y%

RS %

12 Heel Spread in Inches
Tumnout 04 o
13 Main____ (Y,
Stock Rail
14 Bend
Y R
I5 Condition
§) Y R
Bolts
[6Loose o>  N/A
17 Missing o N/A
Rivets (Huck Bolts)
I8 Loosc = ¢ N.A
[OMissing & N/A
20 Cotter Pins Missing ) _NA
21 Jam Nuts Loose O N/A
21a Washers 4)){) Broken  Missing

Remarks on page
GALIC 1102017

WOou L4AR 6 85

Page 1 of 3

Inspection Crew M___f%gg{!gq _T Ejmﬂa&& .

22 Standard Joints
S)Y R NA

23 Switch Platcs
§$)Y R

24 Adjustab]:: Braccs

$§ Y R NA
24a Non-Adjustable Braces
S ¥ R(VA)
itch Rods
25 Front Rod
@Y R NA
26 #1 Rod (Basket Rod)
(3 YR
27 #2 Rod
YR
28#3Rod
S Y R(NA
29#4Rod
SYR N
30 Closure Rai
@ Y R
31 Surface of Switch
@Y R
Using a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
)Y R
33 Switch Adjustments
Yes (No
34 Lubrication
Ok Dry
35°Switch Targets/Lamps
Ok Missing  \N/A
36 Latches o
Ok>
37 Locks
(Q@ Broken
38 General Condition
(DY R
39 Insulated Joints
vy R
39a Regular Joints
» Y R

Broken ~ Missing

Missing



Mainline

50 Location
50a Switch LD. # 7,
51 (Facing, Trailing
52 Frog Tread N SYR
R SYR
S3Frog# b
54/79 Point Condition
(YR
55 Condition of Frog
SYR
56 Surface of Frog
(SYR

57 Throat in Inches S ¥
72 Flangeway Depth ¢ ‘¥

Flangeway Depth must not be less than 1 %”

58 Main Track S0

59 Turnout Track ¢ 34
Gage must not be less than 56” any class
Guard Rgails L
60 Guard Rail Gage N 2¢7%. R S#ic
Guard Rail Gage must more than 54 3/8”
61 BackToBack N 5z% R 52%
Back to Back Gage must be less than 53 1/8”
62 Condition
YR

63 Location of Guard Rail (Relation to Point)

‘$SY R

uard Rail Clamps
64 Main Track

(YR NA
65 Turnout Track

(S Y RNA

Class 1 Gage 56” to 57 4"

More than 57 %” OQut of Service

Class 3 Gage 56" to 57”
More than 577 to 57 4" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

Y R NA
67 Rail Movement
@ Y R N/A
Tic Piates
68 Lead
S Y RNA
69\Guard Rail Flangeway
Y RN _ = R /"%
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates
Y R NA
71 Frog Plates
® Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose & N/A
76 Missing © N/A
77 Nuts Missing ¢ N/A
78 Cotter Pins Missing Q N/A

< N/A
> N/A

79 Washers Qk Broken__ Missing_ N/A

80 Hold Down Devices
S Y RON/A)

81 Spring Housing

S Y RINA

82 Derails

(Y RNA

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to

50’ beyond the last long tie
( Ok’ Difference

84 Condition of Line thru entire turnout
O YR



BROKEN (4086 Bay o Ti2a/onT S
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Qut of Service.
N/A Not applicable or not measurable.

Reviewed by: \\5\. %«M\,\icyc/f/

11-10-2011

Date: 3 “25 _ l‘?{l



WO (Yl (00

Page 1 of 3

Date _ _ 3foofig Inspection Crew T Sciisier. M Rusea
Watchman_iv FRyAanT

I Location _ Cmw 758

22 Standard Joints

28witchID. # 758 p/ mow sw—g (8 Y R NA
3Facing___ ___ Trailing _x_ , 23 Switch Plates
(9 Y R
Rail Pointg 24 Adjustable Braccs
4 Point to Point _52.% $Y R NA
5 Point Condition 24a Non-Adjustable Braces
($ Y R Nothing less than 4 inches or greater than § inches. S Y R VA
6 Point Throw. Min 3 1/2 inches on house top point protected itch R
N_4 ___R_g4 25 Front Rod
6a Point Opening ‘ S)Y R NA
N 4% R_ 47, 26 #1 Rod (Basket Rod)
7 Fit YR
@ YR 27#2 Rod
8 General Condition of the Points Y R
S)Y R 28¥3 Rod
Gige )Y R N/A
Heel of Switch ) 29 #3 Rod _
9 Main 5 ¢ Vi S YR (1/
10 Turnout S0/, 30 Closure Flmw
11 Gage ahead of Bend __ 57,/ S§Y R
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” %) Y R
Ising a 62’ cord, not over

12 Heel Spread in Inches
Tumout _ %
13 Main ¢/,

Stock Rail
14 Bend
@ v R
|5 Condition
§) Y R
Bolts
16 Loose o N/A
I7 Missing ¢ N/A
Rivets (Huck Bolts)
I8 Loose o N.A
[OMissing 5 N/A
20 Cotter Pins Missing o __NA
21 Jam Nuts Loose o N/A
21a Washers ()E) Broken  Missing
Remarks on page

GALIC 11102011

1"to11/2” fora Y and no
more than { 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
©®Y R
33 Switch Adjustments
Yes (Ng
34 Lubrication
Ok Dry
35 Switch Targets/Lamps
Ok Missing__( N/A)

36 Latches

(Okj  Broken Missing
37 Locks

Ok Broken  Missing

38 General Condition
(9 Y R

39 Insulated Joints
(S) Y R

39a Regular Joints
@Y R



Mainling

50 Location _
50a Switch [.D. #
51 Facing Trailing
52 Frog Tread N SYR
R S YR
53Frog# @
54/79 Point Condition
(SYR

55 Condition of Frog

®YR
56 Surface of Frog

®YR

57 Throat in Inches 3%

72 Flangeway Depth | ‘ %,

Flangeway Depth must not be less than 1 %”
a

58 Main Track SA4

59 Turnout Track 5L/«

Gage must not be less than 56” any class

Guard Ryily

60 Guard Rail Gage N S+% R svy¥%

Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 572'% R s/

Back to Back Gage must be less than 53 1/8”

62 Condition

®YR
63 Location of Guard Rail (Relation to Point)
QYR
Guard Rail Clamps
64 Main Track
¥ Y R N/A
65 Turnout Track
® Y RNA

Class 1 Gage 56” to 57 %”

More than 57 %4” Qut of Service
Class 3 Gage 56” to 57"

More than 57” to 57 ¥ downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page2 of 3

Turnout Ties
66 Condition

©® Y RNA
67 Rail Movement
S YRN/A

Tic Plates

68 Lead
® Y R NA
69 Guard Rail Flangeway
©YRN % R .
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

©Y RNA
71 Frog Plates

® Y RNA
Bolts
73 Loose o N/A
74 Missing Q N/A
Rivets (Huck)

75 Loose © N/A

76 Missing Q N/A
77 Nuts Missing __ o N/A

78 Cotter Ping Missing O _NA

79 Washers Ok Broken___Missing__ N/A

80 Hold Down Devices
S Y RQV/A

81 Spring Housing
S'Y RQ{/A?

82 Derails
(s) Y R N/A

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50" beyond the last long tie

\ Ok) Difference

84 Conditi of Line thru entire turnout
§Y R



.

Remarks
Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: {/% /Zg/@,/;&‘ . Zf'jﬁi’/ %

11-10-2011




Date _ 3faclis
Watchman_( () BRYAN T

Wou /4687

Page 1 of 3

——}

Inspection Crew M ] weaeo_ | Sewisier

22 Standard Joints

I'Location _C:Mpy 7578 _
28witch D #_ 75§ N mow SW—A S Y R NA
3Facing __ __ Tniling x 23 Switch Platcs
) Y R
Rail Pointg 24 Adjustable Braces
4 Point to Point _5/ ¢ ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
<§)‘Y R Nothing less than 4 inches or greater than S inches. S Y R Q@
6 gof;[-@gt‘_!in lg l—{i—gs;;hes on house top point protected T ;"rontRR -
6a Point Opening ®Y R NA
N Y R S 26 #1 Rod (Basket Rod)
7 Fit ®Y R
Y R 27 #2 Rod
8 Ueneral Condition of the Points ®vY R
@ Y R 28 #3 Rod
Gage ®Y R NA
Heel of Switch _ 29#4Rod -
9 Main ___3L% S Y R(N
30 Closure Rail

10 Turnout 3¢ 7o g

11 Gage ahead of Bend 5t Ve
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turmout _ (., Yy s

13 Main___ (o _Z‘-*__

Stock Rail
14 Bend
® Y R

|5 Condition

§) Y R
Bolts

16 Loose ¢
I7 Missing

Rivets (Huck Bolts)

I8 Loose © N A

[9Missing  ©  N/A

20 Cotter Pins Missing .S NA

21 Jam Nuts Loose o) N/A

21a Washers {)5) Broken  Missing

_N/A
N/A

Remarks on page
GNLIC 1102011

S Y R
31 Surface of Switch
&y R

Using a 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S Y R
33 Slwitch’_Adjustmcuts
Yes (No
34 Lubrication
Ok  Dry
35 Switch Targets/Lamps
Ok Missing _ (N/A
36 Latches
Ok Broken
37 Locks
Ok Brokcen
38 General Condition
@Y R
39 Insulated Joints
Q@ YR
39a Regular Joints
® Y R

Missing

Missing



Mainling

50 Location
50a Switch I.D. #
51 Facing
52 Frog Tread N 7
R ®OYR
53 Frog# _©
54/79 Point Condition
SYR

55 Condition of Frog

S YR
56 Surface of Frog

B YR

Trailing

57 Throat in Inches 37
72 Flangeway Depth 1+
Flangeway Depth must not be less than 1 %”
Gage .
58 Main Track SG%
59 Turnout Track <SG .
Gage must not be less than 56” any class
Guard Raily _
60 Guard Rail Gage N _S¢™ R 4%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _52%, R _31%
Back to Back Gage must be less than 53 1/8”
62 Condition
SYR

63 Location of Guard Rail (Relation to Point)

@ YR
Guard Rail Clamps

64 Main Track
® Y R NA
65 Tumout Track
Y R NA

Class 1 Gage 56” to 57 %"
More than 57 %” Qut of Service
Class 3 Gage 56” to 57"

More than 57” to 57 4" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition
SR NA
67 Rail Movement
(§ YR NA
ie PI
68 Lead
(S'Y R NA
69 Guard Rail Flangeway y
(SS5Y R N_2 R_i'%.
Guard Rail Flangeway can not be less 1 %"
70 d Rail Plates

SY RNA
71 Frog Plates

(S Y RNA
Bolts
73 Loose 2 N/A
74 Missing v NA
Rivets (Huck)

75 Loose ¢ N/A

76 Missing J N/A

77 Nuts Missing > N/A
78 Cotter Pins Missing N/A

79 Washers( Ok Broken__ Missing N/A

80 Hold Down Devices
C SY RNA
81 Spring Housing
S Y R(N/A
82 Derails
S Y R(N/A
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie

(Ok  Difference

84 Conditi@on of Line thru entire turnout
Y R
o



Remarks
Page 3 of 3

2 Looge Jc‘.cgu/ SPne
[ Rovreey 18 Treppey

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Revionsd by \\\\%w\i\@ o225~ |

[1-10-2011




Date _;\!3/«?.///4__ e
Watchman__((/ BRvANT

Page 1 of 3

Inspection Crew 'Zlia;zﬂi,/.ss;%‘ze M Buea R

22 Standard Joints

I Location ___ 7Zx4s - afermy
28witch D # __9/3 /- @Y R NA
3Facing _____ Triling X N 23 Switch Plates
§)Y R
Rail Pointg 24 Adjustable Bracces
4 Point to Point _ 31/ ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
p )Yt Tl: Nothing less than 4 inches or greater than 5 inches. 'S Y R (MA
oint Throw, ng: ; :
N = _Tlnﬁi I/ZSmches on house top point protected 25 Front Rod
6a Point Opening _ (Y R NA
N_S% R_S% 26 #1 Rod (Basket Rod)
7 Fit (Y R
®YR 27 #2 Rod
8 General Condition of the Points $)Y R
Y R 28 #3 Rod
(S) Y R NA
Heel of Switch 29 #4 Rod
9 Main S ¥/« (Y R NA
10 Turnout __- S, 71y N 30 Closure Rail
11 Gage ahead of Bend ST %% Y R
Must not be legs than 56 inches or 3 1'Surface of Switch
)Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _ (- * -

13 Main 3.
Stock Rail
14 Bend
© VY R
15 Condition
(9 YR
Bolts
6 Loosc g N/A
| 7 Missing 3) N/A
Rivets (Huck Bolts)
18 Loose = o N A
[9Missing o NA
20 Cotter Pins Missing . 9Q._ _NA
21 Jam Nuts Loose < N/A

2la Washers @ Broken  Missing

Remarks on page
GNLIC T1-10-201

sing a 62’ cord, not over
1to11/2" for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is OQut
of Service
32 Head Block Ties
(S Y R
33 Switch Adjustments
Yes (No
34 Lubrication
Ok
35 Switch Targets/Lam
Ok Missing P@D
36 Latchcs

%l_b Broken_  Missing.
37 Cocks

0k>  Broken
38 General Condition
®Y R
39 Insulated Joints
®OYR
399 Regular Joints
Y R

Missing




Mainling

50 Location
50a Switch [.D. #
51 Facing Trailing
52FrogTread N (® Y R
R ® YR
53 Frog# 10
54/79 Point Condition
®YR
55 Condition of Frog
®YR
56 _Surface of Frog
YR

57 Throat in Inches __ 3/«

72 Flangeway Depth 2

Flangeway Depth must not be less than 1 %”
a

58 Main Track Sy

59 Turnout Track __=p,'%//

Gage must not be less than 56 any class
Guard Rails )
60 Guard Rail Gage N_s+ ‘%, R _5¢'%,
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 327 R_ $3'Y%.
Back to Back Gage must be less than 53 1/8”
62 Condition

@YR
63 Location of Guard Rail (Relation to Point)

YR

Guard Rail Clamps
64 Main Track

OYRNA
65 Turmout Track

@Y R N/A

Class 1 Gage 56” to 57 4"

More than 57 %" Out of Service
Class 3 Gage 56" to 57”

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JIC 11-10-2011t

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

©Y R NA
67 Rail Movement
(® Y R NA
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway ]
YRN_ /% R_['
Guard Rail Flangeway can not be less 1 4"
70 Guard Rail Plates
Y R NA
71 Frog Plates
@ Y R NA

Bolts
73 Loose 0 N/A

74 Missing O NA

Ri
75 Loose 0 N/A
76 Missing 0 N/A
77 Nuts Missing & N/A
78 Cotter Pins Missing O N/A
79 Washers gl/q Broken__ Missing_ N/A

80 Hold Down Devices
QS) Y R N/A
81 Spring Housing
S Y RQN/A
82 Derails
S Y RN/A
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50 beyond the last long tie
(Ql;“ Difference

84 Condition of Line thru entire turnout
@ Y R




Remarks
Page 3 of 3

Ko alew deceers ?\é’im

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by:// fy/ ﬂ/é(/b Date: g JZS/M ) 4

11-10-2011




e L i

Mainline
Date _ ;3_/,,2.//!4 _
Watchman_(v  BRyaw7

I Location _ 7Exas.- Mooz

WO# 1429349

Inspection Crew ffilzw;s.ue_rz__,_é{?__%.tzwtea _

Page | of 3

22 Standard Joints

28witch D # 1 o ®Y R NA
3Facing_____ Triling x 23 Switch Plates
§YR
Rail Pointg 24 Adjustablc Braccs
4 Point to Point __52. ¥/, ©®Y R NA
5 Point Condition 24a Non-Adiﬁle Braces
6KI§’)'Y1 Tll: Nothing less than 4 inches or greater than 5 inches. |s YR R Q¥
oint Throw, :
N 4 _Ed_in R! EE tinches on house top point protected 25 Front Rod
6a Point Opening ® Y R NA
N_ 4% R_<" 26 #1 Rod (Basket Rod)
7 Fit ® Y R
Y R 27 #2 Rod
8 General Condition of the Points @ YR
®YR 28 #3 Rod
Gage Y R NA
Heel of Switch _ 29 #4 Rod
9 Main __3¢% ® Y R NA
10 Turnout __ 5GY% _ 30 Closure Rail
11 Gage ahead of Bend  S(,¥¢ Y R
Moust not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” S Y R

12 Heel Spread in Inches
Tumnout ;4%
13 Main W

Stock Rail
14 Bend

® Y R
15 Condition

ORA:
Bolts
16 Loose 3. _NA
17 Missing 9 N/A
Rivets (Huck Bolts)
I8 Looste =, NA
[9 Missing —_a_.._NA

20 Cofter Pins Missing ¢, N.A
21 Jam Nuts Loose Q N/A
21a Washers @ Broken  Missing

Remarks on page
GAEIC 1110201

Using a 62’ cord, not over
I"to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

% Y R
33 Switch Agjj_ustmcnts

Yes ®No)
34 Lubrication
Ok

35 Switch Targets/Lamps

Ok Missing (/A
36 Latchcs
Ok
37 Locks
ka) Brokcen
38 General Condition
Y R
39 Insulated Joints
\$) Y R
30;1\Rugular Joints

\$) Y R

Broken  Missing

Missing




Mainling

50 Location
50a Switch I.D. #

51 Facing Trailing
52 Frog Tread N g Y R

R Y R
53Frog# @
54/79 Point Condition
®YR
55 Condition of Frog
S§YR

56 Surface of Frog

QYR

57 Throat in Inches Y

72 Flangeway Depth | ‘.
Flangeway Depth must not be less than 1 %”
a

58 Main Track <72

59 Turnout Track _ <7.G

Gage must not be less than 56” any class
Guard Rgaily

60 Guard Rail Gage N S¥7%.. R Say,
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N s:% R S2%
Back to Back Gage must be less than 53 1/8”
62 Condition

(E) YR

63 Location of Guard Rail (Relation to Point)
@J Y R

Guard Rail Clamps

64 Main Track
SYRNA
65 Turnout Track
@ Y R NA

Class 1 Gage 56” to 57 %"

More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57" to 57 %" downgrade to

Class2 and getsa Y
Remarks on page 3

GM:IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties

66 Condition
QY RNA
67 Rail Movement
@ Y R N/A
Tic Plates
68 Lead
§ Y R NA
69 Guard Rail Flangeway
Y RN 2%e R L _
Guard Rail Flangeway can not be less 1 %"
70 d Rail Plates
Y R NA
71 Frog Plates
v Y R N/A

Bolts

73 Loose Q N/A
74 Missing Q_ NA

Rivets (Huck)
75 Loose Q N/A

76 Missing 0 N/A
77 NutsMissing___ O N/A

78 Cotter Pins Missing Q N/A
79 Washers@ Broken___ Missing  N/A

80 Hold Down Devices
©® Y RNA
81 Spring Housing
SY
82 Derails

S Y RN/A
83 M_'ja_;imum difference in any 31" in Cross

Level on the siding from the Frog Point to

50’ beyond the last long tie

(Ok)  Difference

84 Condg%n of Line thru entire turnout
Y R




Remarky .
Page3 of 3

f
3- 9 Tiwpgees Rorren

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not megsurable.

Reviewcd by: %/ 4 &"{b Date: 5 /Z ﬁ/”/ L)[

U '

11-10-2011



Date _ afufia
Watchman v BRYon/T
| Location _ "/ZxAs — SeuTH

28witch LD # _ ({82
3Facing_____ Tniling _ X
Rail Pointy

4 Point to Point __ 57
5 Point Condition

SY R
6 Point Throw. Min 3 172 inches on house top point protected

N ._;Qgﬁ_‘ﬁ____ R ek
6a Point Opening

N_ 323V R 5§ Y¢
7 Fit

S)Y R

8 General Condition of the Points

ES) YR

Heel of Switch

9 Main 56V

10 Turnout 57, Ve ._

11 Gage ahead of Bend 527,
Must not be legs than 36 inches or
more than 57 inches for “S”

12 Heel Spread in Inches

Tummout vy

13 Main G'L
Stock Rail

14 Bend

Y R

15 Condition

OV R

Bolts

16 Loosc*__,Q_ _N/A
| 7 Missing \} N/A
Rivets (Huck Bolts)

I8 Loose oy N. A

9 Missing_ Q\  NA

20 Cotter Pins Missing )  N.A
21 Jam Nuts Loose 0 N/A
21a Washers  \Oky  Broken _ Missing

Remarks on page
GANEIC 110201

WO# 1429415

Nothing less than 4 inches or greater than § inches.

T4s

Paget of 3

Tnspection Crew [ ScHisezp M Rounen

22 Standard Joints
Y R NA

23 Switch Plates
Y R

24 Adjustable Braccs

(9 Y R NA
24a Non-Adjustable Braces
S YR @)

i
25 Front Rod
®©Y R NA
26 #1 Rod (Basket Rod)
@)Y R
27 #2 Rod
Y R
28 #3 Rod
LS Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
® YR
31 Surface of Switch
® YR
Using a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
® Y R
33 Switch Adjustments
Yes No
34 Lubrication
Ok  (Dry)
35 Switch T argets/Lamps

Missing < N/A
3 ?[%?gchcs =)

@k) Broken  Missing
37 Locks
OB Broken
38 General Condition
§YR
39 Insulated Joints
CRA,
3U:i"l§ugular Joints
é, Y R

Missing




Mainling

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ©®YR
R ®YR
53 Frog# (s
54/79 Point Condition
©YR

55 Condition of Frog

@YR
56 Surface of Frog

®©YR

57 Throat in Inches 2%
72 Flangeway Depth L
Flangeway Depth must not be less than 1 %”

a
58 Main Track G M
59 Turnout Track 3L
Gage must not be less than 56” any class
Guard Rgilg .
60 Guard Rail Gage N 54"« R 547,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 31% R 5.,
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

YR
Guard Rail Clamps
64 Main Track
Y R NA

65 Tumout Track

O Y RNA

Class 1 Gage 56 to 57 %”

More than 57 %” Out of Service
Class 3 Gage 56" to 57”

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC 11-10-201 1

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

&Y RNA
67 Rail Movement
@ Y R N/A
Tie Plates
68 Lead
( Y RNA
69 Guard Rail Flangeway ‘
®YRN_/'% R _|%
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y R NA
71 Frog Plates
Y RNA

Bolts
73 Loose (0] N/A
74 Missing O  NA

Rivets (Huck)
75 Loose © NA
76 Missing © NA
77NutsMissing O N/A
78 Cotter Pins Missing O NA
79 Washers @ Broken___Missing_ N/A

80 Hold Down Devices
©Y RNA

81 Spring Housing
S Y RN/

82 Derails
S Y R N/A

83 imum difference in any 31’ in Cro

Level on the siding from the Frog Point to
50’ beyond the last long tie

@ Difference

84 Condition of Line thru entire turnout




Remarks
Page 3 of 3

R ¢V P21 — SHewen

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: /M Lé(/

11-10-2011



Date 33{2.1)14__ SR
Watchman BE:{HMT
I Location __ Texns -~ Souiy

WO# _[4293¢9

Inspection Crew Tocisice 1 Bucoen

Page I of 3

22 Standard Joints

2Switchl D # _ w9% | ® Y R NA
3 Facing_x __ Trailing o 23 Switch Platcs
Y R
Rail Pointg 24 Adjustable Braccs
4 Point to Point 51" Y R NA
5 Point Condition 24a Non-Adjustable Braces
YR Nothing less than 4 inches or greater than § inches. S Y R KA
6 ; °'i‘iThf_,‘?;_ ﬂin R! 322%/{:3 on house top point protected 38 FrontRRod
6a Point Opening S Y R NA
N 3 R § 26 #1 Rod (Basket Rod)
7 Fit 5)Y R
@YR 27 #2 Rod
8 General Condition of the Points SSY R
@ Y R 28 #3 Rod
Gige ®Y R NA
Heel of Switch 29 #4 Rod
9Main __ L'/ Y R NA
10 Turnout __ S5/, N 30 Closure Rail
11 Gage ahead of Bend 57, % ®YR
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Tummout _ (;%e
13 Main (o Va

Stock Rail

14 Bend
®»YR

15 Condition
G) Y R

Bolts

[6Loose ¢ N/A

7 Missing ~ N/A

Rivets (Huck Bolts)

I8 Loose o N A

9 Missing O NA

20 Cotter Pins Missing — 0 _NA

21 Jam Nuts Loo 0 N/A

2la Washers Broken  Missing

Remarks on page
GAEIC T -10-2011

sing & 62’ cord, not over
I"to11/2" for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes (No
34 Lubrication
Ok Dry
43 Switch Targets/ Lamps _
Ok  Missing @

36 Latches

k)  Broken Missing
37 Locks

k Broken Missing
48 General Condition

)Y R

39 Insulated Joints
Qv R

39a Regular Joints
Y R




Al

Mainline
50 Location
50a Switch [.D. #
51 Facing Trailing

52FrogTread N (S8 Y R
R (8YR
53 Frog# _|c
54/79.Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog
(YR

57 Throat inInches 3%
72 Flangeway Depth __ 2

Flangeway Depth must not be less than 1 %”

Gage
58 Main Track a2 Wi

59 Turnout Track St
Gage must not be less than 56” any class

Guarg Raily

60 Guard Rail Gage N_S«¢¥%¢ R S+

Frog Inspection Report Semi-Annual

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N sS2%. R Sz«

Back to Back Gage must be less than 53 1/8”

62 Condition
S)Y R
63 Location of Guard Rail (Relation to Point)
(§) Y R
Guard Rail Clamps
64 Main Track
Q@Y R NA
65 Turnout Track
@ Y RNA

Class 1 Gage 56” to 57 %"

More than 57 %4” Qut of Service
Class 3 Gage 56" to 57”

More than 57” to 57 %” downgrade to

Class 2 and gets a Y
Remarks on page 3

GM.JC 11-10-2011

Turnout Ties
66 Condition

®Y RNA
67 Rail Movement
® Y RNA
Tie Plates
68 Lead
)Y R NA
69 Guard Rail Flangeway s/
SSYRN__ 1 R/ “¢
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

Y RNA
71 Frog Plates
@ Y R N/A

Bolts

73 Loose 0 N/A

74 Missing L NA

Rivets (Huck)

75 Loose Q N/A

76 Missing 5 N/A

77 Nuts Missing U NA
78 Cotter Pins Missing ©__N/A
79 Washers QlD Broken__ Missing  N/A

80 Hold Down Devices
S Y RNA
81 Spring Housing
S Y RWNA
82 Derails N—'A’
S Y RNV

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

50" beyond the last long tie
@9 Difference

84 Conditié] of Line thru entire turnout
YR




Remarks

Page 3 of 3

% — - - g t
Cappes PT STeniaur Sibe 3,

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: ’/Z?Ki/ﬁ,l/j—;“ Date: 3’ 25/ -/ §£

11-10-2011




Mainline
Date Jf;,z_@_/}_#

Watchman Lu BRY AN _
I Location ~Tzxps — hoe 71

28witch 1D 4 s g
3 Facing _ x Trailing i
Rail Point

4 Point to Point 51 ¥,
5 Point Condition

@.Y R Nothing less than 4 inches or greater than $ inches.
6 Point Throw. ppiy 3 1/ inches on house top point protected

N 4% "R _4v.
6a Point Opening

N_ SV«
7 Fit

S)Y R

8 General Condition of the Points

S Y R

Gage

Heel of Switch

9 Main St G

10 Turnout 5,7,

11 Gage ahead of Bend 5.7/ &
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tummout (v

I13Main_ &y

R 87«

Stock Rail

14 Bend

OM.

15 Condition

CRA
Bolts

l6Loose o  N/A

17 Missing  Q N/A
Rivets (Huck Bolts)

I8 Loose S N. A

9 Missing @ NA
20 Cotter Pins Missing . _NA
21 Jam Nuts Loose Q N/A
21a Washers (OB Broken Missing

Remarks on page
GAEIC T1-10-2011

WO# _[4294i3

Inspection Crew 7~ seifisice M. B oinpn.

Page 1 of 3

22 Standard Joints
®Y R NA
23 Switch Platcs
Y R

24 Adjustable Braces

S Y R NA
24a Non-Adjustable Braces

S Y RNA
itch R

25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)

?YR
27 #2 Rod
Y R

28 #3 Rod
Y R NA
29 ¥4 Rod
(9 Y R NA
30 Closure Rail
S YR
31 Surface of Switch
Y R
sing a 62’ cord, not over
1"to11/2" for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
S YR
33 Switch Adjustments
Yes ‘
34 Lubrication
Ok DQ\-
35 Switch Targets/ Lamgsﬂ\

Ok Missing___( N/A)

36 Latchcs
((E);lg Broken  Missing
37 Cocks

@P Broken

38 General Condition
&Y R

39 Insulated Joints
CRA

392 Regular Joints

S YR

Missing




Mainline

50 Location

50a Switch I.D. #

51 Facing Trailing

52 Frog Tread N YR
R ® YR

53 Frog #

54/79 Point Condition

®YR
55 Condition of Frog
YR

56 Surface of Frog
®YR

57 Throat in Inches __3 /+

72 Flangeway Depth

Flangeway Depth must not be less than 1 %"
Gage A

58 Main Track o6
59 Turnout Track _ <(,'Ve

Gage must not be less than 56” any class
Guard Rails _
60 Guard Rail Gage N_s543%¢ R S¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52%y R 52,
Back to Back Gage must be less than 53 1/8”
62 Condition

SYR
63 Location of Guard Rail (Relation to Point)

S YR
Guard Rail Clamps
64 Main Track

QYR NA
65 Turnout Track

(S Y RNA

Class 1 Gage 56” to 57 %”

More than 57 44” Out of Service
Class 3 Gage 56” to 57"

More than 57” to 57 V" downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.JC 11-10-2011t

Frog Inspection Report Semi-Annugl

Turnout Tieg

66 Condition
@ Y RNA
67 Rail Movement
Y R N/A
Tie Plates
68 Lead
S Y R NA
69 Guard Rail Flangeway -
® Y RN_ (" R_I'Y
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
©Y R NA
71 Frog Plates
@ Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose © N/A
76 Missing ) N/A
77 Nuts Missing () N/A
78 Cotter Pins Missing  ©  N/A
79 Washers Qk) Broken _Missing__ N/A

Q N/A
o N/A

80 Hold Down Devices
(g Y R N/A
81 Spring Housing
S Y RN/A
82 Derails
S YR N/A

83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
30’ beyond the last long tie

@5 Difference

84 Condi{gn of Line thru entire turnout
YR




Remarks
Page 3 of 3

Ko New DegeTs Noma

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: %

A7 Date: K«ZS’-'/L?L
s

11-10-2011



Mainline

Date 5/2// 4.

Watchman ’yﬁmr

| Location _7zknk - NokgH
28witchlD.# _90-3
3Facing ¥ Trailing _

Rail Pointg

4 Point to Point _ 515/,
5 Point Condition
SY R Nothing less than 4 inches or greater than S inches.
6 0““ Throw. pin .! 172 inches on house top point protected
N__ 4%« A
6a Point Opemng
N_ S
7 Fit
S Y
ne ondition of the Points
\/ 'Y

R_S'%

Heel of Switch

9 Main G/

10 Tumout ¢, V4

11 Gage ahead of Bend =50,
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout <% //(»

13 Main 3%

Stock Rail
14 Bend

® Y R
15 Condition
(8 Y R

Bolts
16 Loose Q8

|7 Missing ¢

Rivets (Huck Bolts)

18 Loosc QO NA
I9 Missing O NA
20 Cotter Pins M ’\hssmg

21 Jam Nuts L )
2la Washers (@9 Broken

Remarks on page
GAEIC 1102201

N/A
N/A

O _NA
N/A
_ Missing

WO# _[d2941i_

Inspection Crcw’Z: OMNISLER _»M»_'@g.gmgﬁ_

Page 1 of 3

22 Standard Joints
@ Y R NA
23 Switch Platcs
Y R

24 Adjustable Braccs

@Y R NA
24a Non-Adjustable Braces
S Y R NA
ek o )
25 Front Rod
S Y R NA
26 #1 Rod (Basket Rod)
(Y R
27 #2 Rod
©v R
28 #3 Rod
( S_) Y R NA
29 #4 Rod
S) Y R NA
losure Rail
@ Y R
31 Surface of Switch
®Y R
Using a 62’ cord, not over
I"to11/2” for a Y and no
more than 1 1/2” ¢to 1 3/4™
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
@YR
33 Switch Adjustments
Yes <
34 Lubrication
Ok
35 Switch Targets/Lamps-
Ok Missing A
36 Latches
0k Brokcn
37 Locks

Missing
Brokcen Missing
38 General Condition
Y R
39 Insulated Joints
@Y R
39a Regular Joints

® Y R




Mainline
50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N YR
R @ YR
53 Frog # 5
54/79 Point Condition
®YR
55 Condition of Frog
®YR
56 Surface of Frog
YR

57 Throat in Inches __ 2 ¥+
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”

58 Main Track SUg
59 Turnout Track ___ S¢. %
Gage must not be less than 56” any class
Guard Rgils
60 Guard Rail Gage N sy« R S«4%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N s7%. R 52
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track

®YRNA
65 Turnout Track

@ Y R NA

Class 1 Gage 56” to 57 '»”

More than 57 %4” Out of Service
Class 3 Gage 56" to 57”

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM:IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
S)Y RNA
67 Rail Movement
S/ Y R N/A
Tie Plates
68 Lead
S Y R NA
69 Guard Rail Flangeway
G(§ Y RN_ o R
uard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates

| 'Y,

)Y R N/A
71 Frog Plates
(S Y R N/A
Bolts
73 Loose ¢ N/A
74 Missing o N/A
Rivets (Huck)
75 Loose 0 N/A
76 Missing v N/A
77 Nuts Missing N/A

78 Cotter Pins Missing © __ N/A

79 Washers @k) Broken__ Missing_ N/A

80 Hold Down Devices
@ Y R N/A
81 Spring Housing
S Y RONA
82 Derails |
S YR LN_XA’
83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

50’ beyond the last long tie
QB Difference

84 Condition of Line thru entire turnout

®Y R




Remarks

#] Rov RUBRuEL Titkirer

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

/C(//f;;/é w5~ 2P )

11-10-2011




